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IAV Performance Specification No. 2000.4

RV   Reconnaissance Vehicle Performance Specification

1.0  INTRODUCTION Unless otherwise stated below the ICV requirements are applicable to this system

1.1  System Description. The principal function of the Reconnaissance Vehicle (RV) configuration is to provide an effective platform to enable the Reconnaissance, Surveillance, and Target Acquisition (RSTA) Squadron and battalion scouts to perform reconnaissance and surveillance operations for the BCT.

1.3.2  RV.  The following key performance parameters apply to the RV:  None

2.0  Applicable Documents

Offeror shall complete this section.

3.1.1.2.1 Crew.  The RV shall be fully operable by and accommodate a crew of 2.  

INSPECTION/TEST. During PVT the RV vehicle may be checked for effective operation. During FPVI, and QCI the function of all systems will be checked.

3.1.1.2.2 RV Squad.  The ICV Reconnaissance vehicle must accommodate a squad of four and an additional augmentee as required, for a total vehicle capacity of seven personnel, which includes the 2 man crew.   The platform must carry all Modified Table of Organization and Equipment (MTOE) and basic load plan for sustained 72-hour operations.

INSPECTION/TEST. During PVT and FPVI the RV vehicle will be checked for the capability to carry a RV squad of (4+1) plus a crew of two and their equipment. During QCI the stowage provision, straps, and brackets will be verified.
3.1.2.2.2  Primary Armament. The RV shall be day and night capable of defeating light-armored  vehicles  and enemy troops in the open and in hastily prepared fighting positions at ranges out to 1500 meters. The primary armament shall be capable of engaging targets at elevations from –20 to +60 degrees or more.  

The primary armament shall be dismountable with no degradation in effective range.

INSPECTION/TEST. During PVT the RV vehicle may be checked for installation and function of the Primary Armament. During FPVI, and QCI the Primary Armament will be checked for installation.

3.1.1.3.7 Rapid Ingress/Egress. N/A

3.1.2.1.2.3.1  Squad Leader’s Display.  The RV shall have a video display (VDT) compatible with FBCB2 and be capable of selecting and displaying other vehicle imagery including weapon systems video, vehicle diagnostics, drivers vision enhancer, embedded training graphics, and other C4ISR imagery.  The VDT will execute embedded training, IETM, embedded diagnostics/prognostics, and fully interact with the FBCB2.  The video display terminal (VDT) used as the SLD shall be included.

INSPECTION/TEST:  During PVT, the RV vehicle may be checked for installation and function of the Squad Leader's Display.  During FPVI and QCI, the Squad Leader's Display will be checked for installation
and function.
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3.1.2.2.4  Target Acquisition. The RV shall host, effectively integrate, and fully employ the Long Range Advanced Scout Surveillance System (LRAS3), with no degradation of established performance parameters. 
INSPECTION/TEST. During PVT the RV vehicle may be checked for the Target Acquisition system performance specified. During FPVI, CT, and QCI the Target Acquisition system  installation and function will be verified.

3.4 Reserved

 Note; None of the RV unique desirable requirements from the RFP are included.
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